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IDEA-1028
28 Januvary 1963

Dear Art,

The following is the UR information from Det H for the month
of December 1982.

12-1 SP-108136-16, Regulator, Fuel Tank Air Pressure, S/K 39P1430.
Fit time 66.40. Insufficient pressure out-put - replaced with
serviceable part, 8/N 38P-580.

12-2 SP-R418-2B, Inverter, Main, S/K 7386, Fit time 40:55.
Frequency erratic varies from 320 -~ 422. Replaced with serviceable
part, B/K 7226,

12-3 61308-6, Relay, Destructor Delay, Flt time 64:00. Time delay
relay would not meet spec per 8/8 659. Replaced with serviceable part.

13-4 6685-589#0073, EGT Amplifier, B/N B2078. Amplifier 3 degrees
low on functional checkout.

12-5 SP-106380-3, Flow Regulator & Shut off Valve, S/K 86P-176,
Flt time 21:15. Pressurization fluctuates, valve unsteady, replaced
with 8/ 85P-110.

13-6 SP-BU103104, Instrument Fuel Counter, S/N None, Flt time 65:25.
fnstrument stuck on ground run. Replaced with serviceable part.

137 SP=47533-3, MAG Amplifier, S/N 56-137, time unknown. Inadequate
hert in automatic. Replaced with serviceable part S/N 56-163.

12-8 6685-589-0073, EGT Amplifier, S/N B-969, Flt time 57:25.

Amplifier reading 15 degrees low. Replaced with serviceable part
8/N B1117.

12-9 EP-183-013-A100, EGT Indicator, B/N BE83, time unkrnown.
Replaced with serviceable part 8/K B669.

12-10 8P-106380-2, Flow Regulator & Shut off Valve, S/N 85P-110,
Fit time 7:03. Valve oscillates in automatic. Replaced with
serviceable part, B/N 66P167.

19-11 SP-1043661, Refrigerator By-Pass Valve, S5/N 56P-218,

F1t time 86:40. Valve sticky. BReplaced with serviceable part,
8/K 126P=«307.
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12-12 BSP-R3298-3, AC Generator, S/K PY-711, Flt time 66:40. Wire
harpess burat. Replaced with serviceable part, B8/N PX-768.

12-13 SP-R329-7, AC Voltage Regulator, 5/K none, Flt time 66:40.
Replaced Voltage Regulator when AC Generator malfunetioned. Standard
procedure.

12-14 SP-R320-3, AC Generator, S/N PY.774. No time accumulated,
generator was drawn from supply and found to be wired incorrectly.
Shop personnel wired gemerator to LAC print.

12-13 EP-R328-3, AC Geperator, 8/K PY-CX-874. No time accumulated,
generator was drawn from supply and found to be wired incorrectly.
Returned to Depot.

12~16 AN+3820T3, Turn and Bank Indicator, S8/N 4779. Time unknown.
Ball would not center, replaced with serviceable part, S/F 24-0879.

12-17 BP~47532-3, MAG Amplifier, 8/N 56-163, Flit time 16:43.
é:;gt:igg;nt heat in automatic. Replaced with serviceable part,
18- .

12«18 6685-580-0073, EGT Amplifier, 8/K Bll7, Flt time 16:45, EGT
Jumped during flight - up~down from normal reading. Replaced with
serviceable part, S/N B849.

12-19 SPe1832-013-A100, EGT Indicator, 5/N B868, Flt time 16:45.
Replaced indicator for a match set with replaceable MAG Amplifier,
Ref: 12-18, Replaced indicator 8/N C1835.

18-20 SP-419-2, Main Inverter, S/N 7226, Fit time 43:13. Frequeacy
varies. Replaced with serviceable part, 8/N 7279.

12-23 EEK~-738000-302, Bhutter, 8/N 67. MXotor Wind, HEK-738143
malfunctioned during flight. Inspection showed the motor was
intermittent with power at the motor. The motor could be started
by slightly turning the mamual wind knob or tapping on the motor
cane. Motor had 8475 cycles.

12«24 SP-14500-1, Control, Mach Sensor, S/N 1905, Fit time 65:40.
Replaced for poor synchronization.

12-25 8P-14300-1, Control, Mach Sensor, 3/N 1935, Flt time 7:05.
Would not hold airspeed within 2 knots. Replaced item with serviceable
part.
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12-26 6P-2158C, Rate Switch Gyro, £/N 363, Fit time unkmown.

Suspect gyro not switch for 36/deg/min rate turn. Replaced item
with serviceable part.

12-27 B8P-118BFX, Roll Servo, S/N 57788, Fit time 122 houre.
Replaced for low clutch semsitivity.

12-28 B8P-114705~02-R338, Control, Main Amplifier, Flt time 2:87.
Replaced for gyro precision and low clutck currefit.

12-29 5P-113450-02, Coatrol, Pitch Trim Bervo, S/N 10014, Flt time
136:30. Suspect runaway trim. Replaced item. :

Biwncerely,
| "m 25X1A
MD/0SA-DD/] ad
Dist: copy 1 - Addee |{ | LAC) 25X1A
g - 25X1A
4.- MD/OSA
5 - RIB/OSA
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